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MF92251V1-1000U-A99 12 140 1.68 3000 51.5 0.15 34.0 92.0 1

MF92251V2-1000U-A99 12 105 1.26 2700 45.0 0.13 32.0 92.0 2

MF92251V3-1000U-A99 12 75 0.90 2400 39.5 0.10 28.0 92.0 3

MF92252V1-1000U-A99 24 75 1.80 3000 51.5 0.15 34.0 92.0 1

MF92252V2-1000U-A99 24 55 1.32 2700 45.0 0.13 32.0 92.0 2

MF92252V3-1000U-A99 24 42 1.01 2400 39.5 0.10 28.0 92.0 3

EF92251S1-1000U-A99 12 140 1.68 3000 51.5 0.15 34.0 92.0 1

EF92251S2-1000U-A99 12 110 1.32 2700 45.0 0.13 32.0 92.0 2

EF92251S3-1000U-A99 12 80 0.96 2400 39.5 0.10 28.0 92.0 3

EF92252S1-1000U-A99 24 60 1.44 3000 51.5 0.15 34.0 92.0 1

Model (VDC) (mA) (RPM) (CFM) (inch-H2O) (dB(A)) (g)2BALL
Sleeve

Function ( MF Series )  R Type : F99  ／  F Type : G99
( EF Series, Speed 1)   R Type : F99  ／  F Type : G99
( EF Series, Speed 2,3 )   F Type : G99


