120x120x25 mm

San Ace 120 9G type @i A N Model 9G1212B401 is not certified.

General Specifications

- Material
. Expected ||fe ..........................................

rated voltage)

- Motor protection function ««-«e-eoeeeeeeees
For details, please refer to p. 547.

- Dielectric strength
- Insulation resistance:-«---:srerererereaeaienns

- Sound pressure level (SPL) At 1 m away from the air inlet

- Storage temperature oo -30 to +70°C (Non-condensing)
cLead Wire reeeeeereeerrrrnnri @®Red ©Black or Blue Yellow
MaSS ...................................................... 240 g
Specifications

Locked rotor burnout protection, Reverse polarity protection

Frame: Plastic (Flammability: UL 94V-0), Impeller: Plastic (Flammability: UL 94V-1)
See the table below. (L10 life: 90% survival rate for continuous operation in free air at 60°C,

50/60 Hz, 500 VAC, for 1 minute (between lead wire conductors and frame)
10 MQ or more with a 500 VDC megger (between lead wire conductors and frame)

The models listed below have ribs and pulse sensors. For models without ribs, append "1" to the end of model numbers.

Model no Rated voltage | Operating voltage range | Rated current| Rated input| Rated speed Max. airflow Max. static pressure SPL | Operating temperature | Expected life
) V] [V] [A] [W] [min’] [m3/min] [CFM] [Pa] finchH.0] | [dB(A)] ['C] [h]
9G1212G401 09 10.8 4100 3.68 130 120 0.482 51
9G1212E401 10.21t0 13.8 0.58 6.96 3650 3.25 115 98 0.394 48
9G1212A401 0.4 48 3150 2.83 100 71 0.309 44
9G1212H401 12 6 to13.8 0.31 3.72 2850 25 88 64  0.257 40
9G1212F401 7 10138 0.19 2.28 2250 1.98 70 42 0.169 35
9G1212M401 ' 0.14 1.68 1950 1.66 59 31 0.124 29
9G1212B401 10.2t0 13.8 0.06 0.72 1000 0.88 31 9.6 0.039 18
9G1224G401 0.47 11.28 4100 3.68 130 120 0.482 51
9G1224E401 20.4 to 27.6 0.37 8.88 3650 3.25 115 98 0.39% 43
9G1224A401 2 0.21 5.04 3150 2.83 100 771 0.309 44 -20to +70 40000/60°C
9G1224H401 12 t027.6 0.17 4.08 2850 2.5 88 64 0.257 40
9G1224F401 20410 27.6 0.1 2.4 2250 1.98 70 42 0.169 35
9G1224M401 Aol 0.08 1.92 1950 1.66 59 31 0.124 29
9G1248G401 0.23 11.04 4100 3.68 130 120 0.432 51
9G1248E401 0.16 7.68 3650 3.25 115 98 0.394 48
9G1248A401 0.13 6.24 3150 2.83 100 77 0309 44
9G1248H401 48 [408wS2 o, 48 2850 | 25 88 | 64 0257 | 40
9G1248F401 0.06 2.88 2250 1.98 70 42 0.169 35
9G1248M401 0.05 2.4 1950 1.66 59 31 0.124 29
The following sensor and control options are available for selection.
Differs according to the model. Refer to the table on pp. 568 to 570.
Airflow - Static Pressure Characteristics
9G1212G401 With pulse sensor 9G1212E4°1 With pulse sensor 9G1212A401 With pulse sensor
Operating voltage range Operating voltage range Operating voltage range
(inch H20) (Pa) (inch H20) (Pa)
06+ 05k (inch Hz0) (Pa)
140 I 120 ‘ 0.4~ 100 I
05- 13.8V 13.8V 13.8V
120 i 04 100 — 1 80 12v
[ 12V (0] (o)
5 041 100 — 5 \< /1_2’_V = 0.3 |
2 102V 2 o3l & \ a 102V
a 80 e = ?< 10.2 V @ 60
2 03 ()\\ o 60 — 2 ool
S OR RIS 2T o
Q L Uer .
5 0 \/‘\\ 5 40 \,\“\ 3§ o \\,’\\ \
wn wn (75} A
01k 2 \ s 011 20 \ \ 20 \
0= 0 1 2 3 4 (m¥min) 0- 0 1 2 3 4 (m¥min) 0- 0‘ | 1‘ | 2 | ‘3 | ‘4 (mé/min)
0 20 40 60 80 100120 140 (cFw) 0 20 40 60 80 100120 140(cFm) 0 20 40 60 80 100120 140 (CFM)
Airflow Airflow Airflow
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9G1212H401 With pulse sensor

Operating voltage range

(inch H20) (Pa)
80 |
03~ 13.8V
g 60
2 021 x 12v
®
5 40
o %
T 01
° \LK \
oo

1 2
I — |

3 (m¥min)

|
0 20 40 60 80 100 (cFm)

Airflow

9G121ZB401 With pulse sensor

Operating voltage range

(inch H20) (Pa)
14
005,
S 00sl 10 \ 138V
N,
8 8
D003 \ 12V
S 6
£ o2k \ 10.2V
& TN
0.01 N
; AN
oL o

0.4 0.8 1.2 (m¥min)
0 0 20 30 40 (cFm)
Airflow
9G1224A401 With pulse sensor
Operating voltage range
(inch H20) (Pa)
0.4~ 100 ‘
27.6V
80 24 V
© 03 Y
2 /20.4 V
2 60 —
s 02
L 40
5 \/\
&h 01+
20 \
0= 0 1 2 3 4 (m¥min)

I Y
0 20 40 60 80 100120 140 (cFm)

Airflow

9G1224M401 With pulse sensor

Operating voltage range

(inch H20) (Pa)
0.16 40 I
014 27-f i
L 0.12f 30 24V
5 X/
ﬁ 0.10 20.4V
5 008F 20
(8]
= 006
s N
& 004k 10 \~
0.021
0= 0 05 10 15

2.0 (m¥min)
|

Airflow
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9G1212F401 With pulse sensor

Operating voltage range

(inch H20) (Pa)
0.241- 60
0.22-
0.20+ 50
018 13.8V
0.16 40 I

0.14F 12V
012+ 30
0.101-
0.08- 20 \

o

006F N 7\,/\\
0.04F 10

0.021 ‘&
0" 0705 1.0 15 20 25 (mémin
L 1 1 1 1 1 1 1 1 |

0 10 20 30 40 50 60 70 80 90 (CFm)

Airflow

Static pressure

9G1224G401 With pulse sensor

Operating voltage range

(inch H20) (Pa)
06}
140 :
L 27.6V
05F 490 i
o 24V
S 04f 100 i
2 20.4V
o g3 % ()\\
o
=02F \
S 40 ™
@ AN
01F 9 \
ob o

1 2 3 4 (m¥min)
0 20 40 60 80 100120 140 (cFm)
Airflow
9G1224H401 With pulse sensor
Operating voltage range
(inch H20) (Pa)
80 T
03~ 276V
o 60
>
2 02 \< 24V
o
S 40
1]
T 01
(%) 20 V%E/
0= 0‘ | 1‘ ‘ 2 ‘ ‘3lm3/min)
0 20 40 60 80 100 (cFm)
Airflow
9G1248G401 With pulse sensor
Operating voltage range
(inch H20) (Pa)
06
140 I
L 55.2 V
05 130 1
) 438V
5 041 100 I
7] 40.8V
o 80
g 0.3+ (}\\_
o 60 \//\
= 02- \
3 40 ™
? AN
0.1+ 20 \
o~ 0
1 2 3 4 (m¥min)
0 20 40 60 80 100120 140 (cF™m)
Airflow
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9G1212M401 With pulse sensor

Operating voltage range

(inch H20) (Pa)
0.16 - 40 ‘ ‘
0.14F ‘1 3.8V
Q012+ 30 }
g 12V
g 0.10 7V
S 008F 2
o
= 006+
5 N
o 00410
0.02 \<
05 0705 10 15 20 mimn
0 10 20 30 40 50 60 70 (cFm)
Airflow
9G1224E401 With pulse sensor
Operating voltage range
(inch H20) (Pa)
051 120 ‘
27.6V
0.4+ 100 i
N 24
80
7] L |
@ 03 ></20.4v
5 60
oy \
o 02f 2&,_
-lg 40 “
+— \’\
Dot \
! 20
0= 0 1 2 3 4 (m¥min)
0 20 40 60 80 100120 140(cFm)
Airflow

9G1224F401 With pulse sensor

Operating voltage range

(inch H20) (Pa)
0.24r 60
0.22
0.20- 50
0.18F
0.16 40 24V
0.14F TS
0.12- 30 COaY
0.10F
0.08- 20

0.06 - \Q:/\ \
0.04- 10 AN

0.02
0- 0

Static pressure

05 10 15 20 25 (m¥ymin)
L Il Il Il Il Il Il Il Il I}
0 10 20 30 40 50 60 70 80 90 (cFm)
Airflow

9G1248E401 With pulse sensor

Operating voltage range

(inch H20) (Pa)
05F 150 ‘
55.2 V/
041 100 i
o \{ 48V
2 80 T
@ 03F !
a 40.8V
s 60
o 02+ \g%
= 40 N\
S “—~
@ ot
T 2
0= 0 1 2 3 4 (m¥min)
0 20 40 60 80 100120 140(cFm)
Airflow
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9G1248A401 With pulse sensor

Operating voltage range

(inch H20) (Pa)
0.41- 100 ‘
55.2 V
80 48V
© 03 1Wa
> /40.8 V
] 60
()
© 40
5 A
& 01
20 \
ok o

9G1248H401 With pulse sensor

Operating voltage range

(inch H20) (Pa)
80
03]~
55.2V
< 60 \< 48V
g 02— \/ 40.8V
£ 40 X
T 01
a 2 —\

\

3 (m¥min)

1 2 3 4 (m¥min) 1 2
[ T O T R B
0 20 40 60 80 100 120 140 (cFm) 0 20 40 60 80 100 (cFm)
Airflow Airflow
9G1248M4°1 With pulse sensor
Operating voltage range
(inch H20) (Pa)
0.16 - 40 I
0.14F 5-‘2V
Q012 30 48V
= X
@ 010 408V
o
5 0.08F 20
2 006 2@
©
& 0041 10 - ™\
0.02
0~ )
05 1.0 15 2.0 (m¥min)
0 10 20 30 40 50 60 70 (CFm)
Airflow
Dimensions (unit: mm) (wit ribs)
4-¢4.3+0.3
Mounting hole
T ——I——— |
(10)
)\ +30
w0 3 300 0
S~ = =
@«
°§ b | Lead wire
- AWG24
UL 1007
(5),1 o ~+={BL
! 104.8+0.3 ‘ 5t
119+0.5
X~ -—

Beijing Hengrui
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Airflow direction

9G1 248F401 With pulse sensor

Operating voltage range

(inch H20) (Pa)

Static pressure

0.24
0.22
0.20
0.18
0.16
0.14
0.12
0.10
0.08
0.06
0.04
0.02

ot

r 60

r 50

L a0

r 30

F 20

r 10

0

05 10 15 20 25 (m¥min)
L Il Il Il Il Il Il Il Il I}
0 10 20 30 40 50 60 70 80 90 (cFm)
Airflow
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Inlet side Outlet side

104.8+0.3 ‘ 4-¢4.5 | 104.8+0.3 i 4-¢4.5
‘ |
- 7@7 GP, J—
X X
= =
3 3
| |
N - @7 76‘9,, N
117 117
Options
Finger guards page: p. 533 Resin finger guards page: p. 539
Model no.: 109-019E, 109-019K, 109-019C, 109-019H Model no.: 109-1000G
Resin filter kits page: p. 540

Model no.: 109-1000F13 (13PPI), 109-1000F20 (20PPI),
109-1000F30 (30PPI), 109-1000F40 (40PPI)
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Mouser Electronics

Authorized Distributor

Click to View Pricing, Inventory, Delivery & Lifecycle Information:

Sanyo Denki:

9G1212A401 9G1212E402 9G1212F4011 9G1212G4011 9G1212P4G031 9G1224A4011 9G1224A4021
9G1224H4021 9G1212A402 9G1212G402 9G1212E401 9G1212E4011 9G1212H4011 9G1212M4011
9G1224E401 9G1224E4011 9G1224G401 9G1224G4011 9G1248A401 9G1248E4011 9G1224H4DO01
9G1248E402 9G1212G4021 9G1248E401 9G1248G401 9G1248F401 9G1248H4011 9G1248A402 9G1224F402
9G1224A401 9G1224M401 9G1224H401 9G1224H4011 9G1212H402 9G1212M402 9G1224F401 9G1212F401
9G1212A4021 9G1224H402 9G1212A4011 9G1212H401 9G1212M401 9G1212G401 9G1248A4011
9G1248F4011 9G1224F4011 9G1248H401 9G1224M4011 9G1248M401 9G1248M4011 9G1248G4011
9G1212P4H04 9G1224M4021 9G1224P4E01 9G1212P4E041 9G1212P4EQ05 9G1212E4D01 9G1212H4D01
9G1212E4021 9G1212F4D011 9G1224A402 9G1224E4D01 9G1248M402 9G1248E4021 9G1248H402
9G1248M4D011 9G1248F4D01 9G1248G402 9G1212M4D011 9G1212M4021 9G1248E4D01 9G1224M402
9G1224M4D011 9G1224G4D01 9G1248A4021 9G1212G4D01 9G1248M4021 9G1248F402 9G1248E4D011
9G1248H4D01 9G1248A4D011 9G1248G4021 9G1248G4D01 9G1224G402 9G1212H4D011 9G1224A4D011
9G1224G4021 9G1212F4D01 9G1248H4021 9G1248H4D011 9G1248A4D01 9G1212A4D01 9G1212M4D01
9G1224A4D01 9G1212F402 9G1212G4D011 9G1248M4D01 9G1224H4D011 9G1212E4D011 9G1224E4DO011

Beijing Hengrui Mechanical and Electrical Equipment Co,Ltd
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https://www.mouser.com/sanyo-denki
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https://www.mouser.com/access/?pn=9G1212G4011
https://www.mouser.com/access/?pn=9G1212P4G031
https://www.mouser.com/access/?pn=9G1224A4011
https://www.mouser.com/access/?pn=9G1224A4021
https://www.mouser.com/access/?pn=9G1224H4021
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https://www.mouser.com/access/?pn=9G1248H4011
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https://www.mouser.com/access/?pn=9G1224F402
https://www.mouser.com/access/?pn=9G1224A401
https://www.mouser.com/access/?pn=9G1224M401
https://www.mouser.com/access/?pn=9G1224H401
https://www.mouser.com/access/?pn=9G1224H4011
https://www.mouser.com/access/?pn=9G1212H402
https://www.mouser.com/access/?pn=9G1212M402
https://www.mouser.com/access/?pn=9G1224F401
https://www.mouser.com/access/?pn=9G1212F401
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https://www.mouser.com/access/?pn=9G1224H402
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https://www.mouser.com/access/?pn=9G1212P4E041
https://www.mouser.com/access/?pn=9G1212P4E05
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https://www.mouser.com/access/?pn=9G1248E4021
https://www.mouser.com/access/?pn=9G1248H402
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https://www.mouser.com/access/?pn=9G1248F4D01
https://www.mouser.com/access/?pn=9G1248G402
https://www.mouser.com/access/?pn=9G1212M4D011
https://www.mouser.com/access/?pn=9G1212M4021
https://www.mouser.com/access/?pn=9G1248E4D01
https://www.mouser.com/access/?pn=9G1224M402
https://www.mouser.com/access/?pn=9G1224M4D011
https://www.mouser.com/access/?pn=9G1224G4D01
https://www.mouser.com/access/?pn=9G1248A4021
https://www.mouser.com/access/?pn=9G1212G4D01
https://www.mouser.com/access/?pn=9G1248M4021
https://www.mouser.com/access/?pn=9G1248F402
https://www.mouser.com/access/?pn=9G1248E4D011
https://www.mouser.com/access/?pn=9G1248H4D01
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https://www.mouser.com/access/?pn=9G1248A4D01
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