DC Fan ?172 mm | D

°172x150x51

San Ace 172 9HVtype c“us A Sidecut type

General Specifications

- Material ...ooooiiiiiii Frame: Aluminum, Impeller: Plastic (Flammability: UL 94V-1)
- Expected life ...oouvviiiiiii See the table below. (L10 life: 90% survival rate for continuous operation in free air at 60°C, rated voltage)
Expected life at 40°C is for reference only.
- Motor protection function.................. Locked rotor burnout protection, Reverse polarity protection
For details, please refer to p. 616.
- Dielectric strength .......ccooiiiiiiinnis 50/60 Hz, 500 VAC, for 1 minute (between lead wire conductors and frame)
- Insulation resistance ............cccceeueenne 10 MQ min. at 500 VDC (between lead wire conductors and frame)
- Sound pressure level (SPL) ............... A-weighted sound pressure level (SPL) at 1 m away from the air inlet.
- Storage temperature .............cceeeeneee -30 to +70°C (Non-condensing)
c Lead Wire ..o..eeeeeiiiiiiiiee e @Red ©Black (Sensor) Yellow Brown
c MaSS i 800 g
Specifications
The models listed below have a pulse sensor with PWM control.
TN Rate votsge | Gpratigwlagerange | PWM duty | Rated ourent | Rated input | Rated speed | Max. airflow | Max.sttioprossure SPL | Operatingtemperature | Expected lfe
(V] [V] cycle %] [A] W] [min”] [m¥/min]  [CFM] [Pa]  [inchH:0]| [dB (A)] [C] [h]
SHvsTAPSHO | 3 | 809 |55 e | as w8 o7 | "
100 5.0 240 10500 16.1 568 1600 6.43 83 2010+70 (70000/40°C)
SHV5748P5G001 4 %to72 20 0.41 19.7 3700 5.6 198 250 1.0 57

* PWM frequency is 25 kHz. Models without ratings for 0% PWM duty cycle have zero speed at 0%. When control terminal is open, speed is the same as at 100% duty cycle.

Note: Sensor and control options are available for selection. Refer to the table on p. 652 to 653.

Airflow - Static Pressure Characteristics / PWM Duty - Speed Characteristics Example

9HV5724P5H001 With pulse sensor with PWM control

PWM duty cycle Operating voltage range PWM duty - Speed characteristics example
) " . " . . Voltage: 24 VDC
(inch H 0)12(58) ‘ ‘ ‘ 24VDC (inch H Oi1 2(;;! - \;WM duty eycle 100% ]18’1630) PWM frequency: 25 kHz
PWM duty cycle o4V
40+ 100% 4.0r X;P 8000 8000 min"
o 900 o 900
= \ > S
@ 3.0r @ 3.0r © 6000
o ® 2
5 600 5 B00S—16 VY 2
.o 20- 50% .0 2.0F S 4000
N\ :
n % 7}
100 300 20% 10p 300 \ 2000
ot \< ot A
0 4 8 12 16 (m¥min) 0 4 8 12 16 (m¥min) 0 100 (%)
0 100 200 300 400 500 (CFm) 0 100 200 300 400 500 (CFm) PWM duty cycle
Airflow Airflow
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9HV5748P5G001 With pulse sensor with PWM control

PWM duty cycle Operating voltage range
(inch H20) (Pa) (inch H20) (Pa)
70 1800 ‘ ‘ 4‘18 VDC 70 1800 PWM duty cycle 100%
‘ PWM duty cycle : 72V |
6.0 1500 100%.- 6.0} 150048 Y
< 5.0 ¢ £ 5.0 \
3 9ur > J.Ur
2 1200 2 1200 \ 36V
© 40+ o 40t N A
5 900 5 900 N
2 30 50% L 30r /\
& 600 A © 600
& 20 | X oo \ & 20f \
100 300\(\ 107 300 \
ot , 0 -
0 4 8 12 16 20 (m¥min) 0 4 8 12 16 20 (m¥min)
0 100 200 300 400 500 600 700 (CFMm) 0 100 200 300 400 500 600 700 (CFm)
Airflow Airflow
Dimensions (unit: mm)
8-94.5+0.3
Mounting hole
10
o)
JET)
%l o
o~ +H
] I Lead wire
e AWG18
UL 1430 W t
4 {: .
7.5+0.4 || || 75+0.4
150+0.8 5120.8
A -
Rotating direction Airflow direction

Reference Dimensions of Mounting Holes and Vent Opening (unit: mm)

Inlet side, Outlet side

8.5

4-g4.5
%
K
[Te)
=
+
N
©
©
%
< Y
\\j‘/
5 °
5.50 6.)66
147
Options
Finger guards page: p. 600

Model no.: 109-1155, 109-1155H
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PWM duty - Speed characteristics example

Fan speed

(min)

12000

10000

8000

6000

4000

2000

Voltage: 48 VDC
PWM frequency: 25 kHz

10500 min™!

100 (%)
PWM duty cycle
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DC Fan ?172 mm | D

°172x150x51

San Ace 172 QSG type c“us A Sidecut type

General Specifications

- Material ............. ... Frame: Aluminum, Impeller: Plastic (Flammability: UL 94V-0)

See the table below. (L10 life: 90% survival rate for continuous operation in free air at 60°C, rated voltage)
Expected life at 40°C is for reference only.

- Expected life

- Motor protection function.................. Locked rotor burnout protection, Reverse polarity protection
For details, please refer to p. 616.
- Dielectric strength ...........ooiiiiiinis 50/60 Hz, 500 VAC, for 1 minute (between lead wire conductors and frame)
- Insulation resistance ........................ 10 MQ min. at 500 VDC (between lead wire conductors and frame)
- Sound pressure level (SPL) ............... A-weighted sound pressure level (SPL) at 1 m away from the air inlet.
- Storage temperature .............cceeeeneee -30 to +70°C (Non-condensing)
cLead Wire .o.vvevveveeiieiieiee i @®@Red ©Black (sensor) Yellow Brown
c MaSS i 760 g
Specifications
The models listed below have a pulse sensor with PWM control.
Model no Rated voftage | Operatingvoltagerange | PWM duty | Rated current | Rated input | Rated speed Max. airflow Max. static pressure SPL Operating temperature |  Expected life
: v] vl cycle [4] [Al wi [min"] [mmin]  [CFM] | [Pal [inchH.0]| [dB (A)] [c] [h]
100 2.8 67.2 6500 11.6 410 540 2.16 n
724P5H61 24 20.4 to 27. -20 to +7
9SGs SH6 0410276 0 0.18 432 1300 2.32 81.9 30 0.12 28 010 +70
100 2.91 140 8600 15.46 546 1000 4.02 78 i
Rzl 0 | 021 | 101 200 | 359 127 | 751 03 | 40 133333;283)
1% 072 T e | s 6500|116 410 | 770 a0 | 71| o0
748P5H01 - - -
9SG5748PSHO 0 0.21 10.1 2000 359 127 751 03 40

* PWM frequency is 25 kHz. Models without ratings for 0% PWM duty cycle have zero speed at 0%. When control terminal is open, speed is the same as at 100% duty cycle.

Note: Sensor and control options are available for selection. Refer to the table on p. 659.

Airflow - Static Pressure Characteristics / PWM Duty - Speed Characteristics Example

9365724P5H61 With pulse sensor with PWM control

PWM duty cycle Operating voltage range PWM duty - Speed characteristics example

(inch Hz0) (Pa) (inch H:0) (Pa) 5 (min)  Voltage: 24 VDC

700 24 VDC 700 PWM dL‘le cycle 100% 7000+ PWM frequency: 25 kHz
6500 min‘!
25 F 600 25 600 27.6V 6000
PWM duty cycle

£ 20} 500 00% 1Y 2 20 500 5000+

2 Vami 2 { |24V 9

& 400 2 400 o 40001

® 15f O 15} 204V 2

a 50% a : »

o 300 N pr 300 2 30001

= 10¢ £ 10 N ©

© © [T

5 200 \_\ (‘/") 200 AN 2000+

05 100 —0% 05100 100071300 min”
ot oL 0
0 2 4 6 810 12 14 (mymin) 2 4 6 810 12 14 (m3min) 0 100 (%)
0 100 200 300 400 500 crm) 0 100 200 300 400 500(crm) PWM duty cycle
Airflow Airflow
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9SG5748P5G01 With pulse sensor with PWM control

PWM duty cycle Operating voltage range
(inch H20) (Pa) 48 VDC (inch H20) (Pa)
50~ 1200 5.0~ 1200 PWM duty cycle 100%
4.0+ 1000 4.0+ 1000
© © 72V
5 800 PWM duty cycle 5 800 4
2 3.0F 100% 2 3.0- 48 V
e — (0]
s 600 ¢ s 600 ;>C 36V
2200 ~ o 200 y
- -
g 400 \ 50% (cng 400 ¥
108 200 108 00
0% \ ‘\ \\
0~ 9 oL \
5 10 15 20 (m¥min) 0 5 10 15 20 (mymin)
0 100 200 300 400 500 600 700 (cFm) 0 100 200 300 400 500 600 700 (CFMm)
Airflow Airflow
9565748P5H01 With pulse sensor with PWM control
PWM duty cycle Operating voltage range
(inch Hz0) élazai 48 VDC (inch H20) 915?]) TWM duty cycle 100%
800 800
3.0- 3.0¢ 48 V/72 V
o | 700 \ o |08 36V
= PWM duty cycle = 1
é 600 \ 100% é 600 \x
© 2.0- 500 U © 201500
a a
© 400 \’\ © 400
® 300 50% © 300
& 10t \ﬁJ \ & 10t \
200 N 200
100—9% 100
oL O\K oL
5 10 15 (m3/min) 0 5 10 15 (m¥min)
0 100 200 300 400 500 (cFwm) 0 100 200 300 400 500 (CFm)
Airflow Airflow
Dimensions (unit: mm)
8-¢4.5+0.3
~~ Mounting hole
] b2
I
=
+30
EN Y AR
H
N ~ .
= © kJ Lead wire
S - AWG22
? Y@ UL 1430 173 I
o0 | 02 750.4 'ff l‘lﬂ 75+0.4
\ 51+0.8
150+0.8
N -

Rotating direction

Beijing Hengrui Mechanical and Electrical Equipment Co,Ltd
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Airflow direction

PWM duty - Speed characteristics example

Fan speed

(min)
9000
8000
7000
6000
5000
4000
3000
2000
1000

Voltage: 48 VDC
PWM frequency: 25 kHz

8600 min™!

2000 min!

100 (%)
PWM duty cycle

PWM duty - Speed characteristics example

Fan speed

(min7)
9000
8000
7000
6000
5000
4000
3000
2000
1000

0

Voltage: 48 VDC
PWM frequency: 25 kHz

6500 min-!

2000 min™!

100 (%)
PWM duty cycle
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DC Fan ?172 mm | D

Inlet side, Outlet side

8.5

4-¢4.5

162+0.5

\_;r
55 50 66 ‘E)o

147

Options

Finger guards

Model no.

:109-1155, 109-1155H
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